LOAD BEARING

WATERPROOFING/CRACK
ISOLATION FLEXIBLE, SEAMLESS

MEMBRANE (~.025")

UNDERLAYMENT

CEMENTITIOUS FILL

STRUCTURAL SLAB —/ .. -

MORTAR OR —— :

NICKLE BRONZE
ADJUSTABLE
STRAINER

FLASHING
CLAMP WITH
WEEP HOLES

[T

PROVIDE A METAL
SUPPORT PLATE WHEN
DRAIN IS INSTALLED IN
AN EXISTING FLOOR —
CAULK AROUND DRAIN

PRIOR TO RE—GROUTING

NOTE:

1.

MEMBRANE

OF DRAIN

THREADED, CAULKED OR

NO—HUB CONNECTION

CONTRACTOR TO COORDINATE WITH ARCHITECTURAL FLOOR PLANS FOR FITTING

NEW FLOOR DRAIN INTO EXISTING NEWLY SLOPED FLOOR.

2. CONTRACTOR SHALL NOT SAW CUT OR CHIP OUT REBAR OR CONDUIT IN SLAB.
IF REBAR OR CONDUIT IS ENCOUNTERED AT OR NEAR WHERE FLOOR IS CHIPPED
OUT, IMMEDIATELY INFORM VA.

FLOOR DRAIN DETAIL TYPE 'C’
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